
FM 4-20.116/TO 13C7-1-13

3-122

Reference:  FM 10-542/TO 13C7-51-21/NAVSEA SS400-AD-MMO-010

Weight ......................................................................................... 2,440 pounds
Height .......................................................................................... 67 inches
Width ........................................................................................... 75 inches
Overall Length ............................................................................ 185 inches

Overhang:  Front (Rear of boat) .......................................... 18 inches
Overhang:  Rear (Front of boat) .......................................... 23 inches

CB  (from front edge of platform) ............................................. 60 inches

Accompanying Load: Accompanying load must weigh at least 650 pounds but no
more than 1,170 pounds and must be dropped with boat.

Aircraft:  C-130, C-141,  and C-17
Extraction System:  Gravity
Extraction Parachute C-130: 15-Foot Droque
Extraction Parachute C-141: 15-Foot Droque
Extraction Parachute C-5: NA
Extraction Parachute C-17: 15-Foot Droque
Platform:  Combat-Expendable 75-by 144-inches
Cargo Parachutes:  One G-12E

Figure 3-121. Zodiac Mark III Futura Rubber Raiding Craft

Zodiac Mark III Futura Rubber Raiding Craft

CB



FM 4-20.116/TO 13C7-1-13

3-123

Reference:  FM 10-542/TO 13C7-51-21/NAVSEA SS400-AD-MMO-010

Weight ......................................................................................... 2,470 pounds
Height .......................................................................................... 60 inches
Width ........................................................................................... 75 inches
Overall Length ............................................................................ 184 inches

Overhang:  Front (Rear of boat) .......................................... 17 inches
Overhang:  Rear (Front of boat) .......................................... 23 inches

CB  (from front edge of platform) ............................................. 60 inches

Accompanying Load: Accompanying load must weigh at least 650 pounds but no
more than 1,170 pounds and must be dropped with boat.

Aircraft:  C-130, C-141,  and C-17
Extraction System:  Gravity
Extraction Parachute C-130: 15-Foot Droque
Extraction Parachute C-141: 15-Foot Droque
Extraction Parachute C-5: NA
Extraction Parachute C-17: 15-Foot Droque
Platform:  Combat-Expendable 75-by 144-inches
Cargo Parachutes:  One G-12E

Figure 3-122. Z-Bird Rubber Raiding Craft

Z-Bird Rubber Raiding Craft
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FM 4-20.116/TO 13C7-1-13

3-124

Reference:  FM 10-542/TO 13C7-51-21/NAVSEA SS400-AD-MMO-010

Weight ......................................................................................... 2,208 pounds
Height .......................................................................................... 70 inches
Width ........................................................................................... 82 inches
Overall Length ............................................................................ 176 inches

Overhang:  Front (Rear of boat) .......................................... 20 inches
Overhang:  Rear (Front of boat) .......................................... 12 inches

CB  (from front edge of platform) ............................................. 52 inches

Accompanying Load: Accompanying load must weigh at least 470 pounds but no
more than 870 pounds and must be dropped with boat.

Aircraft:  C-130, C-141,  and C-17
Extraction System:  Gravity
Extraction Parachute C-130: 15-Foot Droque
Extraction Parachute C-141: 15-Foot Droque
Extraction Parachute C-5: NA
Extraction Parachute C-17: 15-Foot Droque
Platform:  Combat-Expendable 75-by 144-inches
Cargo Parachutes:  One G-12E

Figure 3-123. Zodiac K40 Rubber Raiding Craft

Zodiac K40 Rubber Raiding Craft
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FM 4-20.116/TO 13C7-1-13

3-125

Reference:  FM 10-542/TO 13C7-51-21/NAVSEA SS400-AD-MMO-010

Weight ......................................................................................... 2,218 pounds
Height .......................................................................................... 70 inches
Width ........................................................................................... 82 inches
Overall Length ............................................................................ 194 inches

Overhang:  Front (Rear of boat) .......................................... 25 inches
Overhang:  Rear (Front of boat) .......................................... 25 inches

CB  (from front edge of platform) ............................................. 52 inches

Accompanying Load: Accompanying load must weigh at least 450 pounds but no
more than 850 pounds and must be dropped with boat.

Aircraft:  C-130, C-141,  and C-17
Extraction System:  Gravity
Extraction Parachute C-130: 15-Foot Droque
Extraction Parachute C-141: 15-Foot Droque
Extraction Parachute C-5: NA
Extraction Parachute C-17: 15-Foot Droque
Platform:  Combat-Expendable 75-by 144-inches
Cargo Parachutes:  One G-12E

Figure 3-124. Zodiac K50 Rubber Raiding Craft

Zodiac K50 Rubber Raiding Craft
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FM 4-20.116/TO 13C7-1-13

3-126

Reference:  FM 10-542/TO 13C7-51-21/NAVSEA SS400-AD-MMO-010

Weight ......................................................................................... 3,500 pounds
Height .......................................................................................... 86 inches
Width ........................................................................................... 75 inches
Overall Length ............................................................................ 189 inches

Overhang:  Front (Rear of boat) .......................................... 16 inches
Overhang:  Rear (Front of boat) .......................................... 29 inches

CB  (from front edge of platform) ............................................. 60 inches

Accompanying Load: Accompanying load must weigh at least 650 pounds but no
more than 1,170 pounds and must be dropped with boat.

Aircraft:  C-130, C-141,  and C-17
Extraction System:  Gravity
Extraction Parachute C-130: NA
Extraction Parachute C-141: NA
Extraction Parachute C-5: NA
Extraction Parachute C-17: NA
Platform:  Combat-Expendable 75-by 144-inches
Cargo Parachutes:  Two G-12E

Figure 3-125. Double Zodiac F47OU Boat

Double Zodiac F47OU Boat
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FM 4-20.116/TO 13C7-1-13

3-127

Reference:  FM 10-500-77/TO 13C7-55-1

Weight ......................................................................................... 485 pounds
Height .......................................................................................... 71 inches
Width ........................................................................................... 32 inches
Overall Length ............................................................................ 88 inches

Overhang:  Front .................................................................. 0 inches
Overhang:  Rear ................................................................... 0 inches

CB  (from front edge of platform) ............................................. 0 inches

Accompanying Load: None
Aircraft:  C-130, C-141,  and C-17
Extraction System:  Gravity
Extraction Parachute C-130: NA
Extraction Parachute C-141: NA
Extraction Parachute C-5: NA
Extraction Parachute C-17: NA
Platform:  Combat-Expendable 32-by 88-inches
Cargo Parachutes:  One G-14 or T-10C

Figure 3-126. One Motorcycle

One Motorcycle



FM 4-20.116/TO 13C7-1-13

3-128

Reference:  FM 10-500-77/TO 13C7-55-1

Weight ......................................................................................... 892 pounds
Height .......................................................................................... 75 inches
Width ........................................................................................... 48 inches
Overall Length ............................................................................ 96 inches

Overhang:  Front .................................................................. 0 inches
Overhang:  Rear ................................................................... 0 inches

CB  (from front edge of platform) ............................................. 0 inches

Accompanying Load: None
Aircraft:  C-130, C-141, and C-17
Extraction System:  Gravity
Extraction Parachute C-130: 15-Foot Droque
Extraction Parachute C-141: 15-Foot Droque
Extraction Parachute C-5: NA
Extraction Parachute C-17: 15-Foot Droque
Platform:  Combat-Expendable 48-by 96-inches
Cargo Parachutes:  One G-12E

Figure 3-127. Two Motorcycles

Two Motorcycles



FM 4-20.116/TO 13C7-1-13

3-129

Reference:  FM 10-500-77/TO 13C7-55-1

Weight ......................................................................................... 960 pounds
Height .......................................................................................... 68 inches
Width ........................................................................................... 48 inches
Overall Length ............................................................................ 87 inches

Overhang:  Front .................................................................. 0 inches
Overhang:  Rear ................................................................... 0 inches

CB  (from front edge of platform) ............................................. 0 inches

Accompanying Load: None
Aircraft:  C-130, C-141, and C-17
Extraction System:  Gravity
Extraction Parachute C-130: 15-Foot Droque
Extraction Parachute C-141: 15-Foot Droque
Extraction Parachute C-5: NA
Extraction Parachute C-17: 15-Foot Droque
Platform:  Combat-Expendable 48-by 87-inches
Cargo Parachutes:  One G-12E

Figure 3-128. Four Wheeled Quad-Runner

Four Wheeled Quad-Runner



FM 4-20.116/TO 13C7-1-13

3-130

Reference:  FM 10-542/TO 13C7-51-21/NAVSEA SS400-AD-MMO-010

Weight ......................................................................................... 18,500 pounds
Height .......................................................................................... 100 inches
Width ........................................................................................... 108 inches
Overall Length ............................................................................ 432 inches

Overhang:  Front (Motor) ..................................................... 42 inches
Overhang:  Rear (Front of boat) .......................................... 138 inches

CB  (maximum allowable from front edge of platform) ........... 149.5 inches

Accompanying Load: None
Aircraft:  C-130, C-141, C-5 and C-17
Extraction System:  EFTC
Extraction Parachute C-130:  28-Foot
Extraction Parachute C-141:  28-Foot
Extraction Parachute C-5:  28-Foot
Extraction Parachute C-17:  28-Foot
Platform:  Maritime Aerial Delivery Systems
Cargo Parachutes:  Four G-11B

Figure 3-129. Naval Special Warfare Rigid Inflatable Boat (NSW RIB)

Naval Special Warfare Rigid Inflatable Boat (NSW RIB)
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SECTION IV- MARITIME AERIAL DELIVERY SYSTEMS PLATFORM
LOW-VELOCITY AIRDROP


